
Areas where a high degree of
stiffness has been detected.
Areas where a low degree of
stiffness has been detected.

Stress Sensor Stiffness Sensor

R-R interval
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Massage Lounger

表 1表 4

SANYO Electric Co.,Ltd.

C 2009 SANYO Printed in Japan 2009.10 MARL

SHM045

Distributed by

Specifications
200 W - 290 W

30 min.

WHOLE BODY SENSOR AUTOMATIC COURSES 
FULL AUTO 
STIFFNESS, RECOVERY, RELAX
QUICK Course
（Maximum of approx. 20 minutes due to stiffness detection）

AUTOMATIC COURSES
MANUAL COURSES

・・・・・・・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・ Approx.
17 minutes ・・・・・・・・・・
・・・・・・・・・・・ Approx. 15
minutes

・・・Approx. 8 minutes ・・・・・・・・・・・・・・・
・・・・・・・・・・・・・・・・・・・・・・・・・・
・

・・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・ Approx. 15 minutes ・・
・・・・・・・・・・・・・・・・・・・・・・・・・・・・
・・・・・・・・・・・・・ Approx. 15 minutes

Power consumption

33 WPower dissipation of electric heating equipment

Rated time

730mm（28 3/4"）［width］×1,370mm（53 7/8"）［depth］×1,220mm（48”）
［height］＊ When upright（with footrest retracted）

Stiffness Course
Uses mainly realistic Shiatsu, 
pressing slowly and deeply to relieve stiff muscles.

Full Auto Course
Fully automatic massage based 
on the degrees of stress and stiffness.

Whole body Sensor Automatic Courses

Automatic
Courses

Recovery Course
Uses mainly tapping and kneading
to relieve muscle fatigue.

Relax Course
Uses mainly stoking kneading and
gentle tapping to gently stimulate body.

Quick Course
Short massage to promote blood circulation
(Reduced time course).

Timer

730mm（28 3/4"）［width］×1,940mm（76 3/8"）［depth］×760mm（29 7/8”）
［height］＊ When reclined（with footrest horizontal）
Approx. 90kg（198 lbs）

Synthetic leather

Dimensions

Weight

Approx. 2.1m（82 5/8”）Cord length

Upholstery

Stand, Installation screws（Three）Accessories

(5 stages) Approx. 9 - 24 times per minute

(5 stages) Approx. 10 - 30 times per minute

(5 stages) Approx. 300 - 600 times per minute

Gripping

Frequency

Width

Kneading（up/down）
Tapping

(5 stages) Approx. 4 - 14 times per minute

(5 stages) Approx. 63 - 140mm (2 3/8” - 5 1/2”)

One up/down pass in approx. 34 sec.

Shiatsu

Tapping

(5 stages) Approx. 63 - 140mm (2 3/8” - 5 1/2”)Spine stretching

Vertical movement speed

(3 stages) Approx. 60 - 130mm (2 3/8” – 5 1/8”)Spine stretching width

Partial stretching（Partial）： Repetition with approx. 210mm（8 1/4"）
Partial stretching（Focus）： Repetition with approx. 110mm（4 3/8"）Range of partial stretching

（25 7/8"）Approx. 780mm（30 5/8"）＊ Veticlal storoke length：approx. 660mm 

No gradation or approx. 1cm（3/8"）/one press of button

Approx. 120° - 170°

Massage rollers up/down range

Height adjustment for massaging rollers 

Reclining angle

Backrest：Motor-driven type（Linked with foot rest）
Footrest：Motor-driven type（Footrest only）
Seat surface：Motor-driven type（Linked with backrest and footrest）

Reclining method

（3 stages）Approx. 11-28kPa 
＊ There is a slight difference according to the part.

Air pressure

Experience a new world of comfort.

Dummy Standard & Relax modes.  
Press button once to select the Standard mode.
Press button twice for the gentler Relax mode. 

Dummy Choose from 6 automatic programs
and calf & foot program.

Brief history of technical development of SANYO massage loungers for 10 years

Note : Product appearance and specifications are subject to change without notice.

Sensei Sensor

Upplev total återhämtning
För kropp och själ.

Time (Timer)

Exercising strength
(METs meter)

Exercising
course

Memory Gender

Age/Weight
While exercising,
the exercising speed
is displayed.

Exercising speed
（10 levels）

Pulse rate

Calorie consumption
/Step count

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

Stress Sensor

Selecting the Full Automatic Course
and inputting your age will measure
your pulse fluctuations 
(R-R intervals as seen in 
an electrocardiogram) and
determine the degree of stress.

Dummycopy the Full
and inputting your age
your pulse fluctuations
(R-R intervals as seen
an electrocardiogram)
determine the  stress.

Dummycopy the Full
and inputting your age
your pulse fluctuations
(R-R intervals as seen
an electrocardiogram)
determine the  stress.

Dummycopy the Full
and inputting your age
your pulse fluctuations
(R-R intervals as seen
an electrocardiogram)
determine the  stress.

Stiffness Sensor

This sensor detects the amount of
stiffness you’re feeling in your body 
by sensing physiological response variation.
It then automatically adjusts to provide 
the best massage for your body 
in the same way a professional senses
your stiffness with the fingertips.

This is the least stressful and most comfortable
position for an effective massage, the best position. 

A wide variety of selectable automatic courses
and manual courses
Automatic program courses for “Stiffness,”
“Recovery,” “Relax” and “Quick” can be selected
depending on the stiffness level and condition at the time,
and automatic courses for “Neck & Shoulder,” 
“lower back,” “Comfort Air Course” and 
“Stretch” can provide a massage to a desired 
area of the body, and a wide variety of manual courses
that can be selected as desired are available.

Professional-Quality
for the entire body. 
Firm contact between shoulders
and massage rollers ensures
proper and effective relief of
stiffness and tension.
Firm contact between shoulders
and massage rollers ensures
proper and effective relief of
stiffness and tension.

● 全体キャッチ・リード（3つのベストポジション）
● センシングテクノロジー 
● 手順解説＆豊富なコース設定 
● イメージ画像（センサーレベル） 
● コントロールパネル・センサーユニット

● スペック
● コース説明
● 製品画像

1998

2001

2002

2004

2006

2009

HEC-90 Series

HEC-DR21

HEC-DR3000

HEC-DR5000

HEC-DR7000

HEC-DR8700

: features SANYO’s unique 4 massage rollers for tapping and kneading. 

: features personal massage by stiffness sensor (1) + 4-step leg kneading.

: features stiffness sensor (2) + initial Shiatsu robot + leg Shiatsu
and sole pressure point.

: features stiffness sensor (3) + new Shiatsu/grasping kneading massage robot
+ sole undulating Shiatsu.

: features stiffness sensor (4) + improved-type Shiatsu/grasping kneading
massage robot + best position (1, 2) function + leg sliding mechanism.

: stress sensor + stiffness sensor (5) + new Shiatsu/grasping kneading massage
robot + best position (1/2/3) function + new leg sliding mechanism. 

How the most advanced sensor technology
can enhance massage.
Human beings can suffer two types of physical and mental fatigue. The therapy has been designed based on a “stiffness feeling” as
physical fatigue, and now the stress sensor as a new function, senses the degree of “stress” i.e. mental fatigue. The massage lounger’s
massage promotes relaxation according to the stress level. The HEC-DR8700 massage lounger offers treatment considering both the mental
and physical aspects by the stiffness sensor and stress sensor working together. The SANYO massage loungers are closer to 
the technique of a professional masseur. 

Dummycopy

Dummycopy detects the amount of
stiffness you’re feeling in your body 
by sensing physiological response variation.
It then automatically adjusts to provide 
the best massage for your body 
in the same way a professional senses
your stiffness with the fingertips.

4Dummycopy

Dummycopy detects the amount of
stiffness you’re feeling in your body 
by sensing physiological response variation.
It then automatically adjusts to provide 
the best massage for your body 
in the same way a professional senses
your stiffness with the fingertips.

Whole body
Sensor
Automatic
Courses

Sensor Controller

Sensor Remote

Remote Control

Manual 

Selecting the Full Auto Course and inputting your age will 
measure your pulse fluctuations (R-R intervals as seen in an
electrocardiogram) and determine the degree of stress.
Research Center for Sports and Healthcare of Ritsumeikan University
and SANYO Electric Co., Ltd. have conducted cooperative research
on electrocardiographic measurement and applied technology
(from 2006 to 2008: MEXT Knowledge Cluster Initiative).

This sensor detects the amount of stiffness you’re feeling in
your body by sensing physiological response variations. 
It then automatically adjusts to provide the best massage for
your body in the same way a professional senses 
your stiffness with the fingertips.

Grip the Sensor controller with
the fingers of both hands.

When stress measurement is
completed,the measured
degree of stress is displayed.

When stiffness measurement 
is completed,the measured
degree of stiffness is displayed.

How to measure stress

Grip the stress sensor with both hands to measure
your pulse fluctuations of R-R intervals as seen in 
an electrocardiogram and determine the degree of
your stress. The fluctuations of R-R intervals are
called CVRR（Coefficient of Variation of R-R Intervals）. 
The higher this value is, the more relaxed you are.
The lower it is, the more stress you are experiencing.
The CVRR index differs according to age, so input
age for greater accuracy. 
SANYO bases measurements and verification of
CVRR of our massage loungers on testing conducted
by the Department of Kansei Design of Hiroshima
International University.

Course selection of FULL AUTO

If the SANYO-exclusive double-function
sensor finds your stress level high, 
a gentle massage that stimulates 
the parasympathetic nervous system is
provided. 
If stiffness is high, you get a massage
that stimulates the sympathetic
nervous system. 
So each time you enjoy the ideal
massage for your condition,
refreshing both body and mind.

moreless STIFFNESS
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Before gripping
the sensor

After gripping
the sensor

Grip Sensor controller with
the fingers of one hand.

“Grip the sensor” lights up on
the remote control display.
（The icon   lights up when
the user is being contacted.）

Displays the position where
the stiffness has been detected.

Measurement of the degree
of stiffness.

3 stiffness levels（High/Low/Relax）are indicated.
Grip the sensor cintroller with the fingers of both hands
so that all four sensors are contacted.
“Grip the sensor” lights up on the remote control display.
（The icon   lights up when the user is being checked.）

Parasympathetic nervous
system stimulation

Effective massage 
stimulating the parasympathetic
nervous system.

Effective massage
stimulating the sympathetic

nervous system.

Sympathetic nervous
system  stimulation

so that three sensors are contacted.



Områden med låg grad av stelhet

Stressensorn Stelhetssensorn

R-R intervall

ELEKTROKARDIOGRAM

HEC-DR8700

表 1表 4

SANYO Electric Co.,Ltd.

C 2009 SANYO Printed in Japan 2009.11 MARL

SHM045

Distributed by

Specifications
200 W - 290 W

30 min.

WHOLE BODY SENSOR AUTOMATIC COURSES
FULL AUTO
STIFFNESS, RECOVERY, RELAX
QUICK 
（Maximum of approx. 20 minutes due to stiffness detection）

AUTOMATIC COURSES
MANUAL COURSES

Approx. 17 minutes・・・
Approx. 15 minutes・・・
Approx. 8 minutes・・・

Approx. 15 minutes ・・・   
・・・Approx. 15 minutes

Power consumption

33 WPower dissipation of electric heating equipment

Rated time

730mm（28 3/4"）［width］×1,370mm（53 7/8"）［depth］×1,220mm（48”）
［height］＊ When upright（with footrest retracted）

Stiffness Course
Uses mainly realistic Shiatsu, 
pressing slowly and deeply to relieve stiff muscles.

Full Auto Course
Fully automatic massage based 
on the degrees of stress and stiffness

Whole Body Sensor Automatic Courses

Automatic
Courses

Recovery Course
Uses mainly tapping and kneading 
to relieve muscle fatigue.

Relax Course
Uses mainly kneading and light tapping 
to gently stimulate body.

Quick Course
Short massage to promote blood circulation
(Reduced time course)

Timer

730mm（28 3/4"）［width］×1,940mm（76 3/8"）［depth］×760mm（29 7/8”）
［height］＊ When reclined（with footrest horizontal）
Approx. 90kg（198 lbs）

Synthetic leather

Dimensions

Weight

Approx. 2.1m（82 5/8”）Cord length

Upholstery

Stand, Installation screws（Three）Accessories

(5 stages) Approx. 9 - 24 times per minute 

(5 stages) Approx. 10 - 30 times per minute

(5 stages) Approx. 300 - 600 times per minute

Gripping

Frequency

Width

Kneading（up/down）
Tapping

(5 stages) Approx. 4 - 14 times per minute 

(5 stages) Approx. 63 - 140mm (2 3/8” - 5 1/2”)

One up/down pass in approx. 34 sec.

Shiatsu

Tapping

(5 stages) Approx. 63 - 140mm (2 3/8” - 5 1/2”)Spine stretching

Vertical movement speed

(3 stages) Approx. 60 - 130mm (2 3/8” – 5 1/8”)Spine stretching width

Partial stretching（Partial）： Repetition with approx. 210mm（8 1/4"）
Partial stretching（Focus）： Repetition with approx. 110mm（4 3/8"）Range of partial stretching

Approx. 780mm（30 5/8"）
No gradation or approx. 1cm（3/8"）/one press of button

Approx. 120° - 170°

Massage rollers up/down range

Height adjustment for massaging rollers

Reclining angle

（Linked with footrest）Backrest：Motor-driven type 
（Footrest only）Footrest：Motor-driven type 

Seat surface：Motor-driven type（Linked with backrest and footrest）
Reclining method

（3 stages）Approx. 11-28kPa 
＊ There is a slight difference according to the part.

Air pressure

Dummy Standard & Relax modes.  
Press button once to select the Standard mode.
Press button twice for the gentler Relax mode. 

Dummy Choose from 6 automatic programs
and calf & foot program.

Brief history of technical development of SANYO massage loungers for 10 years

Note : Product appearance and specifications are subject to change without notice.

HEC-DR8700Massage Lounger

Experience ultimate comfort
for the body and mind.

Time (Timer)

Exercising strength
(METs meter)

Exercising
course

Memory Gender

Age/Weight
While exercising,
the exercising speed
is displayed.

Exercising speed
（10 levels）

Pulse rate

Calorie consumption
/Step count

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

This is the least stressful and most comfortable
position for an effective massage, the best position. 

A wide variety of selectable automatic courses
and manual courses
Automatic program courses for “Stiffness,”
“Recovery,” “Relax” and “Quick” can be selected
depending on the stiffness level and condition at the time,
and automatic courses for “Neck & Shoulder,” 
“lower back,” “Comfort Air Course” and 
“Stretch” can provide a massage to a desired 
area of the body, and a wide variety of manual courses
that can be selected as desired are available.

Professional-Quality
for the entire body. 
Firm contact between shoulders
and massage rollers ensures
proper and effective relief of
stiffness and tension.
Firm contact between shoulders
and massage rollers ensures
proper and effective relief of
stiffness and tension.

● 全体キャッチ・リード（3つのベストポジション）
● センシングテクノロジー 
● 手順解説＆豊富なコース設定 
● イメージ画像（センサーレベル） 
● コントロールパネル・センサーユニット

● スペック
● コース説明
● 製品画像

1998

2001

2002

2004

2006

2009

HEC-90 Series

HEC-DR21

HEC-DR3000

HEC-DR5000

HEC-DR7000

HEC-DR8700

: features SANYO’s unique 4 massage rollers for tapping and kneading. 

: features personal massage by stiffness sensor (1) + 4-step leg kneading.

: features stiffness sensor (2) + initial Shiatsu robot + leg Shiatsu
and sole pressure point.

: features stiffness sensor (3) + new Shiatsu/grasping kneading massage robot
+ sole undulating Shiatsu.

: features stiffness sensor (4) + improved-type Shiatsu/grasping kneading
massage robot + best position (1, 2) function + leg sliding mechanism.

: stress sensor + stiffness sensor (5) + new Shiatsu/grasping kneading massage
robot + best position (1/2/3) function + new leg sliding mechanism. 

Hur avancerad sensorteknologi förstärker upplevelsen
av personligt anpassad massage.

Fysisk och mental trötthet är vanliga och mänskliga symptom. Massageterapin i Panasonic Sensei Sensor baseras på den  revolutionerande och 
patenterade tekniken som mäter musklernas stelhet tillsammans med stressnivån i kroppen, dvs. den mentala tröttheten. Genom den 
nyutvecklade sensorn ger massagefåtöljen en oöverträffad känsla av avslappning och fysisk såväl som mental återhämtning. Massagefåtöljen  
ger behandling för både kropp och själ och anpassar massagen efter stelheten i muskulaturen och efter graden av stress. Sensei är det japanska 
ordet för Mästare och i Panasonic Sensei Sensor är tekniken som hos en professionell massör nu närmare än någonsin tidigare.

Whole Body
Sensor
Automatic
Courses

Sensor Controller

Sensor

Remote Control

Manual
Courses 

Den nyutvecklade stressensorn mäter hjärtrytmen för att 
bestämma stressnivån i kroppen. Tekniken är 
utvecklad i samarbete med forskningsscentret för 
Sport och Hälsovårdsteknologi vid Ritsumeikan University 
och utfört forskning om elektrokardiografisk mätning och 
applicerat teknologin Panasonic Sensei Sensor. (från 
2006-2008: MEXT Knowledge Cluster Initiativ)

Mäter stelhet och spänningar i muskulaturen genom att känna 
av förändringar i kroppens fysiologiska respons. Massagefåtöljen 
anpassar programmet automatiskt efter dina behov för att ge 
den bästa massagen, precis som en professionell massör 
känner av stelhet med fingertopparna. Panasonic Sensei Sensor 
ger dig massage så nära en mänsklig hand man kan komma.

Håll sensorn med
båda händerna.

Läs av stressnivån på
displayen när mätningen
är klar efter ca 2 minuter. 

Läs av resultatet på displayen:

FULL AUTO-programmet

Om sensorn känner av en hög
stressnivå ger massagefåtöljen en
lugn och avslappnande massage 
som stimulerar det parasympatiska
nervsystemet. Om sensorn känner av
hög stelhet anpassas massagen för att
stimulera det sympatiska nervsystemet.

Varje gång du får massage i Panasonic  
Sensei Sensor är den alltid anpassad för 
både din kropp och din själ.

MerMindre STELHET
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Håll sensorn
med en hand.

Tre nivåer för stelhet visas:
(Normal / Låg / Hög).

Stimulans av Parasympatiska
nervsystemet.

Effective massage 
stimulating the parasympathetic
nervous system.

Effective massage
stimulating the sympathetic

nervous system.

Stimulans av Sympatiska
nervsystemet 

Intervallet mellan två hjärtslag mäts.

Normal, dvs ingen stelhet

Områden med hög grad av stelhet

Panasonic baserar mätningen och
verifieringen av CVRR-kurvan i
massagefåtöljen på tester utförda av
”Department of Kensei Design of
Hiroshima International University”.

Hur man mäter stress

När du håller i sensorn mäter Panasonic Sensei Sensor din 
hjärtrytm dvs. R-R intervallerna enligt elektrokardiogrammet. 
Förändringarna kallas CVRR (Coefficent of Variation of R-R 
intervals) och visar hur hög stressnivå kroppen har. Ju län-gre 
tid mellan hjärtslagen, desto mer avslappnad är du. Ju kortare 
tid desto mer stress upplever du. CVRR-kurvan förändras 
med åren. Därför är det viktigt att du anger din åldersgrupp på 
kontrollen för ett mer exakt resultat.



1 2 3145mm
(5 3/4”)

Best position 1

Återhämtning med
“Neutral Body Posture”

The Ideal Position
for Air Massage.

The Ideal Position for
Effective Stretching.

Ny extra djup 3D-massage för nacke och axlar

30°

Sole airbags & calf massage

Outer airbag is
inflated.

35mm breda massage rullar

Maximal framskjutning av
massagerullarna: ca 145mm.

Outer Sole Shiatsu

Both airbags are
inflated. 

Sole airbags

Airbags hold legs and feet Movement of stretching back muscles

Movement of Stretch Mode

Calf massage

Inner airbag is
inflated.

Stretch Mode

The airbags hold legs and feet, and the footrest
automatically adjusts upward and downward,
effectively stretching entire legs. 
Also, the back muscles are stretched for 
a full body experience.

Newly-designed leg sliding mechanism

Expands the sliding depth to 210mm (8 1/4”) . 
Sliding the leg section up and down adjusts the unit 
to the best possible position to fully massage 
the legs right to the soles of the feet, 
according to the user’s body shape and leg length.
In addition, a new mechanism that changes the calf unit
position with the sliding movement is employed. 

Even if the leg unit is fully extended, 
it will be positioned at the proper height
to fit the calves. This massage lounger
provides satisfactory massage through
the soles to the calves according 
to various users’ heights. 

Each foot is securely cradled by airbags that
inflate and deflate to mimic the alternating
compression technique of a live massage. 

Undulating Sole Shiatsu

Shiatsu nodes provide a deep massage
to the soles and calves. Side airbags
inflate to further stimulate calves. 

Ankle grip massage

the physical range
of airbags

The location of the built-in airbags is
extended to the heel, to grip a wide range
from the ankles to the heel and provide 

a massage similar to how
the palm of a hand
loosens stiffness. 

Lower back & thigh airbags

With your lower back in exactly 
the right position, the air bags expand
and provide a comfortable massage.
Your buttocks are also massaged 
to thoroughly relieve fatigue.

Sole heater

The sole section incorporates 
a built-in heating function that warms
the soles to allow the user to enjoy 
a more comfortable massage.

“Neutral Body Posture”
- den neutrala kroppsställningen -

Kroppens avslappning genom positionsändring

Den mest optimala och mest
avslappnande positionen intas
naturligt i viktlöst tillstånd i
rymden. Enligt amerikanska

rymdflygstyrelsen NASA’s

forskningsstudier.

Stelhet i nacke och axlar beror ofta på dålig
blodcirkulation i Trapeziusmusklerna. 

Inner Sole ShiatsuCenter Sole Shiatsu

Sätet vinklas 30 grader uppåt för att uppnå den

bästa positionen - “Neutral Body Posture”, för att

fördela tycket jämt på kroppen och ge en skön

sittställning. Positionen motverkar att ett område

bär hela kroppsvikten och tillåter användaren att

slappna av i en naturlig ställning. Ländryggen och

svanken placeras perfekt och ger känslan av att

man “blir ett” med massagefåtöljen. Detta ger dig

de bästa förutsättningarna att ta emot fåtöljens

grundliga massage.

Best position 2

Lifts the legs and feet to be parallel
with the floor for a posture suitable
for leg/foot massages. Shiatsu nodes
effectively stimulate for a fully relaxed
feeling while a gentle air massage is
applied to the back.
* Automatically starts massaging in Comfort Air Course.

Best position 3

Raising the legs transfers the load 
from the feet to the lower back, 
which promotes a posture suitable for stretching.
The rolling massage on the back and angle changes of
the legs provide effective stretching. 
* Stretch Course massage will be selected automatically.

● 肩・背中・腰-つかみ・もみメカニズム
● Best Posi-1

● 足-つかみもみ・指圧メカニズム
● 足裏温熱・エアバッグ-メカニズム
● Best Posi-2

● リラックス＆ストレッチ-メカニズム
● 脚部スライド機構-メカニズム 
● Best Posi-3

35mm (1 3/8”)

210mm
(8 1/4”)

Avslappningsindex (ms2/Hz)

Testets olika positioner

Utvärderat av: Research Center for Sports and Healthcare Technology of Ritsumeikan University
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25°

128°

110°
30°

108°

110°
30°

128°

128°

110° 11°Avslappningsindex är högst i position 4
dvs. Zero Gravity-läge = “Neutral Body
Posture” som är bästa kroppställningen.

Utvärderingsmetod:
Mätning av avslappning
i 5 olika positioner.

Trapezius
muskeln

Grip - & knådmassage för Trapezius

Panasonic Sensei Sensor är väsentligt förbättrad med en ny 
massagerobot med en avancerad mekanism. 35 mm breda 
massagerullar - de största i sin klass - kan skjutas fram hela 
145 mm för extra djup 3D-massage. De tumliknande 
massagerullarna arbetar som fingrarna hos en professionell 
massör, som griper och knådar nacke och axlar för att 
lindra stela muskler. Massörens handteknik efterliknas och 
de breda massagerullarna gör att massagen får kontakt 
med kroppen på ett större område än vad konventionella 
massagefåtöljer gör.

Detta motverkas genom att 
Panasonic Sensei Sensor 
masserar med djupgående 
grip- & knådmassage på 
just dessa muskelgrupper.



1 2 3145mm
(5 3/4”)

Best position 1

Relaxation through a
Neutral Body Posture.

Den idealiska positionen
för avslappning

The Ideal Position for
Effective Stretching.

New shoulder grasping & kneading

30°

Massage för fotsulor och vader

35mm (1 3/8”) wide massage rollers

Maximum massage head
protrusion : Approx.145mm (5 3/4”)

Yttre luftkudden
uppumpad

Massage för fotsulor

Airbags hold legs and feet Movement of stretching back muscles

Movement of Stretch Mode

Vadmassage

Stretch Mode

The airbags hold legs and feet, and the footrest
automatically adjusts upward and downward,
effectively stretching entire legs. 
Also, the back muscles are stretched for 
a full body experience.

Newly-designed leg sliding mechanism

Expands the sliding depth to 210mm (8 1/4”) . 
Sliding the leg section up and down adjusts the unit 
to the best possible position to fully massage 
the legs right to the soles of the feet, 
according to the user’s body shape and leg length.
In addition, a new mechanism that changes the calf unit
position with the sliding movement is employed. 

Even if the leg unit is fully extended, 
it will be positioned at the proper height
to fit the calves. This massage lounger
provides satisfactory massage through
the soles to the calves according 
to various users’ heights. 

Fötterna sitter säkert i en vagga av luftkuddar
som varvat pumpas upp och töms och som
liknar riktig Shiatsumassage 

Shiatsumassage för fötterna

Djupgående Shiatsumassage för fotsulor
och vader. Sidokuddarna hjälper till och
stimulerar ytterligare.

Massage för anklarna

Storleken på den 
inbyggda luftkudden

Den inbyggda luftkudden är tillräckligt stor för att få
ett bra grepp om hela fotleden ända till hälen.

Massagen liknar massörens
handflata som löser upp
spänningar och ger välbehag.

Massage för ländrygg & säte

Med ländryggen i exakt rätt ställning får du en
skön avslappnande massage av luftkuddarna.
Säte och lår blir grundligt masserade för att
motverka trötthet.

Värme till fötterna

Fotstycket har inbyggd värmefunktion för
mer komfort och välbefinnande för fötterna
under massagen.

Significantly improving the performance of a conventional
massage robot, the advanced mechanism featuring 35mm
(1 3/8“) “massage roller with joints”—the largest in its class—
projects forward approximately 145mm (5 3/4“). 
The “thumb-type massage roller” operates like the fingers
of a professional masseur grasping the shoulders, 
and kneads to relieve stiffness. 
Professional hand techniques are accurately emulated to
give the user a comfortable massage.
The wider massage heads allow the massage heads to
come in contact with the body of the user over a wider area
than conventional units and provide a rolling massage 
like the fingers of a masseur.  

“Neutral Body Posture” Body Relaxation by Posture Changes

is the optimal relaxed posture naturally
assumed by a person in the zero-gravity
conditions of outer space. 
This posture has been adopted 
by many other applications 
since being introduced by 
the aerospace industry.

Trapezius muscle grasping & kneading

Shoulder stiffness is usually attributed to
poor blood flow within the trapezius muscles. 

This represents 
the movement of
grasping and kneading
these muscles.

The seat angle adjusts upward 30 degrees 
to approximate the Neutral Body Posture,
spreading the load of the body optimally and
achieving a comfortable sitting position. 
This prevents the body’s load from being
applied too much to one area, thus allowing
the user to relax in a natural posture. 
The lower-back area fits snugly for a feeling of
being absorbed into the chair, providing 
the ideal conditions for the user to receive 
a thorough kneading massage.

Best position 2

Ben och fötter lyfts parallellt med golvet till en
optimal position för ben- & fotmassage.
*Comfort Air-programmet med Shiatsumassage
stimulerar ben och fötter effektivt samtidigt som
en mild luftkuddemassage i säte och rygg ger
total avslappning och återhämtning.

*Comfort Air-programmet startar automatiskt
när du väljer BEST POSITION 2.

Best position 3

Raising the legs transfers the load 
from the feet to the lower back, 
which promotes a posture suitable for stretching. 
The rolling massage on the back and angle changes of
the legs provides effective stretching. 
* Stretch course massage will be selected automatically.

● 肩・背中・腰-つかみ・もみメカニズム
● Best Posi-1

● 足-つかみもみ・指圧メカニズム
● 足裏温熱・エアバッグ-メカニズム
● Best Posi-2

● リラックス＆ストレッチ-メカニズム
● 脚部スライド機構-メカニズム 
● Best Posi-3

35mm (1 3/8”)

210mm
(8 1/4”)

Relaxation Index (ms2/Hz)

Experiment Angles

Evaluated by: Research Center for Sports and Healthcare Technology of Ritsumeikan University

Po
st

u
re

1

2

3

4

5

300 500 700 900

1

2

3

4

5
159°

169° 11°

110°
25°

128°

110°
30°

108°

110°
30°

128°

128°

110° 11°Body relaxation index peaks
when Posture 4 
(closest to“neutral body posture”) 

is selected.
Evaluation Method: 
Measuring 5 different postures.

Trapezius
muscle

Shiatsu på yttersidan Shiatsu på innersidanShiatsu på båda sidor

Båda luftkuddarna
uppumpade

Inre luftkudden
uppumpad



1 2 3145mm
(5 3/4”)

Best position 1

Relaxation through a
Neutral Body Posture.

The Ideal Position
for Air Massage.

Det perfekta läget för
effektiv stretchmassage

New shoulder grasping & kneading

30°

Sole airbags & calf massage

Outer airbag is
inflated.

35mm (1 3/8”) wide massage rollers

Maximum massage head
protrusion : Approx.145mm (5 3/4”)

Outer Sole Shiatsu

Both airbags are
inflated. 

Sole airbags

Luftkuddar håller fast
benen och fötterna

Massageroboten sträcker ut
ryggraden och ryggmuskulaturen

Movement of Stretch Mode

Calf massage

Inner airbag is
inflated.

Stretchläge

Luftkuddarna håller fast ben och fötter och
fotstycket justeras automatiskt upp och ner.
Detta sträcker effektivt ut benen och höfterna.
Även ryggmuskulaturen och ryggraden
sträcks ut så att hela kroppen återhämtas.

Nyutvecklad fot- och benmassage
för rätt längdinställning

Fotstycket kan förlängas upp till 21 cm och gör att Panasonic 
Sensei Sensor kan anpassas efter varje användares 
kroppsform och längd.

Fotstycket anpassas alltid till rätt position
på vaderna - i alla lägen.

Each foot is securely cradled by airbags that
inflate and deflate to mimic the alternating
compression technique of a live massage. 

Undulating Sole Shiatsu

Shiatsu nodes provide a deep massage
to the soles and calves. Side airbags
inflate to further stimulate calves. 

Ankle grip massage

the physical range
of airbags

The location of the built-in airbags is
extended to the heel, to grip a wide range
from the ankles to the heel and provide 

a massage similar to how
the palm of a hand
loosens stiffness. 

Lower back & thigh airbags

With your lower back in exactly 
the right position, the air bags expand
and provide a comfortable massage.
Your buttocks are also massaged 
to thoroughly relieve fatigue.

Sole heater

The sole section incorporates 
a built-in heating function that warms
the soles to allow the user to enjoy 
a more comfortable massage.

Significantly improving the performance of a conventional
massage robot, the advanced mechanism featuring 35mm
(1 3/8“) “massage roller with joints”—the largest in its class—
projects forward approximately 145mm (5 3/4“). 
The “thumb-type massage roller” operates like the fingers
of a professional masseur grasping the shoulders, 
and kneads to relieve stiffness. 
Professional hand techniques are accurately emulated to
give the user a comfortable massage.
The wider massage heads allow the massage heads to
come in contact with the body of the user over a wider area
than conventional units and provide a rolling massage 
like the fingers of a masseur.  

“Neutral Body Posture” Body Relaxation by Posture Changes

is the optimal relaxed posture naturally
assumed by a person in the zero-gravity
conditions of outer space. 
This posture has been adopted 
by many other applications 
since being introduced by 
the aerospace industry.

Trapezius muscle grasping & kneading

Shoulder stiffness is usually attributed to
poor blood flow within the trapezius muscles. 

This represents 
the movement of
grasping and kneading
these muscles.

Inner Sole ShiatsuCenter Sole Shiatsu

The seat angle adjusts upward 30 degrees 
to approximate the Neutral Body Posture,
spreading the load of the body optimally and
achieving a comfortable sitting position. 
This prevents the body’s load from being
applied too much to one area, thus allowing
the user to relax in a natural posture. 
The lower-back area fits snugly for a feeling of
being absorbed into the chair, providing 
the ideal conditions for the user to receive 
a thorough kneading massage.

Best position 2

Lifts the legs and feet to be parallel
with the floor for a posture suitable
for leg/foot massages. Shiatsu nodes
effectively stimulate for a fully relaxed
feeling while a gentle air massage is
applied to the back.
* Automatically starts massaging in Comfort Air Course.

Best position 3

Fotstycket lyfter upp benen och flyttar belastningen från

fötterna till nedre delen av ryggen. Det ger den bästa

positionen för tänjning av rygg, ryggrad och ben.

*STRETCH-programmet sträcker ryggen med en

behaglig rullmassage samtidigt som fotstycket varierar

benvinkeln upp och ner så att ben och höfter sträcks ut.

*STRETCH-programmet startar automatiskt
när du väljer BEST POSITION 3

● 肩・背中・腰-つかみ・もみメカニズム
● Best Posi-1

● 足-つかみもみ・指圧メカニズム
● 足裏温熱・エアバッグ-メカニズム
● Best Posi-2

● リラックス＆ストレッチ-メカニズム
● 脚部スライド機構-メカニズム 
● Best Posi-3

35mm (1 3/8”)

210 mm

Relaxation Index (ms2/Hz)

Experiment Angles

Evaluated by: Research Center for Sports and Healthcare Technology of Ritsumeikan University
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Areas where a high degree of
stiffness has been detected.
Areas where a low degree of
stiffness has been detected.

Stress Sensor Stiffness Sensor

R-R interval

ELECTROCARDIOGRAM

Panasonic Sensei Sensor

表 1表 4

Auktoriserad återförsäljare:

Specifikationer

200 W - 290 W

30 minuter

Strömförbrukning

33 WStrömförbrukning värmeelement

Rekommenderad tid

Shiatsuprogram för stela muskler
Huvudsakligen djup fingertrycksmassage
för att sakta lösa upp stela muskler.

Helautomatiskt massageprogram 
Anpassar massagen automatiskt utifrån 
stressnivån samt graden av stelhet i kroppen.

Helkroppsmassage med sensorstyrning
och personlig diagnos

Förinställda
program

Återhämtnings- och behandlingsprogram
Huvudsakligen rytmisk handkantsmassage (Tapping)
och knådmassage för att återhämta trötta muskler.

Avslappningsprogram
Huvudsakligen knådmassage och 
lätt Tapping för avslappning

Snabbprogram
Kort massageprogram för ökad blodcirkulation 
och snabb återhämtning. Endast ca. 8 min.

Timer

ca. 90 kg

Konstläder

Mått & Dimensioner: B x D x H 
B = Bredd, D = Djup, H = Höjd

Vikt

ca. 2,1 meterSladdlängd

Klädsel

Hållare för kontroll och sensor. Installationsskruvar (3 st)Tillbehör

(5 lägen) ca. 9 - 24 ggr/minut

(5 lägen) ca. 10 - 30 ggr/minut

(5 lägen) ca. 300 - 600 ggr/minut

Gripmassage

Frekvens

Bredd

Knådning

Tapping

(5 lägen) ca. 4 - 14 ggr/minut

(5 lägen) ca. 63 - 140 mm

Upp/ner ca. 34 sekunder

Shiatsu

Tapping

(5 lägen) ca. 63 - 140 mmStretch

Vertikal rörelsehastighet

(3 stages) Approx. 60 - 130mm (2 3/8” – 5 1/8”) Spine stretching width

Område för Stretch

ca. 780 mm

Steglös eller ca. 1 cm/knapptryckning

ca. 120 - 170°

Arbetsområde för massagerobot

Arbetsområde för massagerobot

Nedfällningsvinkel

Nedfällningsmetod

Luftkuddemassage

Dummy Standard & Relax modes.  
Press button once to select the Standard mode.
Press button twice for the gentler Relax mode. 

Dummy Choose from 6 automatic programs
and calf & foot program.

Brief history of technical development of SANYO massage loungers for 10 years

Specifikationer kan ändras utan vidare information. Massagefåtöljen får inte användas med annan spänning än den anvisade.

HEC-DR8700Massage Lounger

Experience ultimate comfort
for the body and mind.

Time (Timer)

Exercising strength
(METs meter)

Exercising
course

Memory Gender

Age/Weight
While exercising,
the exercising speed
is displayed.

Exercising speed
（10 levels）

Pulse rate

Calorie consumption
/Step count

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

Professional-Quality
massage for 
the entire body. 

Premium back pad
softens massage, 
but can be removed for
greater  stimulation. 

This is the least stressful and most comfortable
position for an effective massage, the best position. 

A wide variety of selectable automatic courses
and manual courses
Automatic program courses for “Stiffness,”
“Recovery,” “Relax” and “Quick” can be selected
depending on the stiffness level and condition at the time,
and automatic courses for “Neck & Shoulder,” 
“lower back,” “Comfort Air Course” and 
“Stretch” can provide a massage to a desired 
area of the body, and a wide variety of manual courses
that can be selected as desired are available.

Professional-Quality
for the entire body. 
Firm contact between shoulders
and massage rollers ensures
proper and effective relief of
stiffness and tension.
Firm contact between shoulders
and massage rollers ensures
proper and effective relief of
stiffness and tension.

● 全体キャッチ・リード（3つのベストポジション）
● センシングテクノロジー 
● 手順解説＆豊富なコース設定 
● イメージ画像（センサーレベル） 
● コントロールパネル・センサーユニット

● スペック
● コース説明
● 製品画像

1998

2001

2002

2004

2006

2009

HEC-90 Series

HEC-DR21

HEC-DR3000

HEC-DR5000

HEC-DR7000

HEC-DR8700

: features SANYO’s unique 4 massage rollers for tapping and kneading. 

: features personal massage by stiffness sensor (1) + 4-step leg kneading.

: features stiffness sensor (2) + initial Shiatsu robot + leg Shiatsu
and sole pressure point.

: features stiffness sensor (3) + new Shiatsu/grasping kneading massage robot
+ sole undulating Shiatsu.

: features stiffness sensor (4) + improved-type Shiatsu/grasping kneading
massage robot + best position (1, 2) function + leg sliding mechanism.

: stress sensor + stiffness sensor (5) + new Shiatsu/grasping kneading massage
robot + best position (1/2/3) function + new leg sliding mechanism. 

How the most advanced sensor technology
can enhance massage.
Human beings can suffer from both physical and mental fatigue. The therapy has been designed based on a “stiffness feeling” as
physical fatigue, and now the stress sensor, senses the degree of “stress” i.e. mental fatigue. The massage lounger’s 
massage promotes relaxation according to the stress level. The HEC-DR8700 massage lounger offers treatment of both the mental
and physical aspects through the stiffness sensor and stress sensor working together. SANYO massage loungers are closer to 
the techniques of a professional masseur than ever before. 

Sensorstyrda
massageprogram
för hela kroppen

Stress- & stelhetssensor

Sensor Controller

Kontrollpanelen

Manuell
styrning

Selecting the Full Auto Course and inputting your age will
measure your pulse fluctuations (R-R intervals as seen in an
electrocardiogram) and determine the degree of stress.
Research Center for Sports and Healthcare Technology of
Ritsumeikan University and SANYO Electric Co., Ltd. have
conducted cooperative research on electrocardiographic
measurement and applied technology. 
(from 2006 to 2008: MEXT Knowledge Cluster Initiative)

This sensor detects the amount of stiffness you’re feeling in
your body by sensing physiological response variations. 
It then automatically adjusts to provide the best massage for
your body in the same way a professional senses 
your stiffness with the fingertips.

Grip the sensor controller with
the fingers of both hands.

When stress measurement is
completed, the measured
degree of stress is displayed.

When stiffness measurement 
is completed, the measured
degree of stiffness is displayed.

How to measure stress

Grip the stress sensor with both hands to measure
your pulse fluctuations of R-R intervals as seen in
an electrocardiogram and determine the degree of
stress. The fluctuations of R-R intervals are called
CVRR（Coefficient of Variation of R-R Intervals）. 
The higher this value is, the more relaxed you are.
The lower it is, the more stress you are experiencing.
The CVRR index differs according to age, so input
your age for greater accuracy. 
SANYO bases measurements and verification of
CVRR of our massage loungers on testing conducted
by the Department of Kansei Design of Hiroshima
International University.

Course selection of Full Auto

If the double-function sensor 
finds your stress level high, 
a gentle massage that stimulates 
the parasympathetic nervous system is
provided. 
If stiffness is high, you receive a massage
that stimulates the sympathetic
nervous system. 
So each time you enjoy the ideal
massage for your condition,
refreshing both body and mind.
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Grip the sensor controller with
the fingers of one hand.

3 stiffness levels（High/Low/None）are indicated.

Parasympathetic nervous
system stimulation

Effective massage 
stimulating the parasympathetic
nervous system.

Effective massage
stimulating the sympathetic

nervous system.

Sympathetic nervous
system stimulation

SENSORSTYRD HELKROPPSMASSAGE:

FULL AUTO ca. 17 minuter
STIFFNESS, RECOVERY, RELAX ca. 15 minuter
QUICK ca. 8 minuter
(Max 20 minuter beroende på grad av stelhet).

AUTOMATISKA PROGRAM ca. 15 minuter
MANUELL STYRNING ca. 15 minuter

730 mm (B) 1370 mm (D) 1220 mm (H)
I uppfällt läge (med fotstycket infällt)

730 mm (B) 1940 mm (D) 760 mm (H) 
I nedfällt läge (med fotstycket horisontellt)

Stretch 1: Hela ryggen. Stretch 2: Partiellt ca. 210 mm
Stretch 3: Fokuserad ca. 100 mm

Ryggstöd: Motordriven (sammankopplad med fotstycke) 
Fotstycke: Motordriven (endast fotstycke) 
Säte: Motordriven (sammankopplad med rygg- och fotstycke)

(3 lägen) ca. 11-28 kPa
Små skillnader mellan olika delar kan förekomma.
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